
Cylindre « Clavis »
D I M E N S I O N S

2"
2" x 4" x 1-1/4"(14-1/4" cc)
2" x 6" x 1-1/4"(16-1/4" cc)
2" x 8" x 1-1/4"(18-1/4" cc)
2" x 8" x 1-1/4"(20-1/4" cc)
2" x 10" x 1-1/4"(20-1/4" cc)
2" x 12" x 1-1/4"(22-1/4" cc)
2" x 16" x 1-1/4"(26-1/4" cc)
2" x 18" x 1-1/4"(28-1/4" cc)
2" x 20" x 1-1/4"(30-1/4" cc)
2" x 24" x 1-1/4"(34-1/4" cc)
2" x 30" x 1-1/4"(40-1/4" cc)

2 1/2"
2-1/2" x 6" x 1-1/4"(16-1/2" cc)
2-1/2" x 8" x 1-1/4"(20-1/2" cc)
2-1/2" x 10" x 1-1/4" (20-1/2" cc)
2-1/2" x 12" x 1-1/4" (22-1/2" cc)
2-1/2" x 16" x 1-1/4" (26-1/2" cc)
2-1/2" x 18" x 1-1/4" (28-1/2" cc)
2-1/2" x 20" x 1-1/4" (30-1/2" cc)
2-1/2" x 24" x 1-1/4" (34-1/2" cc)
2-1/2" x 30" x 1-1/2" (40-1/2" cc)
2-1/2" x 36" x 1-1/2" (46-1/2" cc)

Les dimensions que vous 
retrouverez ci-joint sont des 
standards dans le milieu de 
l’industrie, et que vous retrouverez 
chez Cusson Hydraulique.

E X E M P L E  
 2" x 4" x 1-1/4"   (14-1/4" cc)
2" = diamètre intérieur du tube
4" = la course du cylindre
1-1/4" = diamètre de la tige
(14-1/4" cc) = centre en centre 
fermé du cylindre

3"
3" x 6" x 1-1/2"(16-1/4" cc)
3" x 8" x 1-1/2"(20-1/4" cc)
3" x 10" x 1-1/2"(20-1/4" cc)
3" x 12" x 1-1/2"(22-1/4" cc)
3" x 14" x 1-1/2"(24-1/4" cc)
3" x 16" x 1-1/2"(26-1/4" cc)
3" x 18" x 1-1/2"(28-1/4" cc)
3" x 20" x 1-1/2"(30-1/4" cc)
3" x 24" x 1-1/2"(34-1/4" cc)
3" x 30" x 1-3/4"(40-1/4" cc)
3" x 36" x 1-3/4"(46-1/4" cc)

3 1/2"
3-1/2" x 8" x 1-3/4"(20-1/4" cc)
3-1/2" x 10" x 1-3/4" (20-1/4" cc)
3-1/2" x 12" x 1-3/4" (22-1/4" cc)
3-1/2" x 16" x 1-3/4" (26-1/4" cc)
3-1/2" x 18" x 1-3/4" (28-1/4" cc)
3-1/2" x 20" x 1-3/4" (30-1/4" cc)
3-1/2" x 24" x 1-3/4" (34-1/4" cc)
3-1/2" x 30" x 2"(40-1/4" cc)
3-1/2" x 36" x 2"(46-1/4" cc)

4"
4" x 8" x 2"(20-1/4" cc)
4" x 10" x 2"(20-1/4" cc)
4" x 12" x 2"(22-1/4" cc)
4" x 16" x 2"(26-1/4" cc)
4" x 18" x 2"(28-1/4" cc)
4" x 20" x 2"(30-1/4" cc)
4" x 24" x 2"(34-1/4" cc)
4" x 30" x 2"(40-1/4" cc)
4" x 36" x 2"(46-1/4" cc)


